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Besides improving comfort for students 
and staff, they can also help to reduce the 

impacts of both the urban heat-island effect 
and greenhouse gas emissions.

Schools should be designed to minimise the 
consumption of energy, water and natural 

resources and to reduce waste. They should 
also be durable and resilient while at the 

same time optimise health, safety, and 
security through pleasant and  

engaging spaces.

Having provided solutions for the education 
sector for more than 30 years, we understand 

all the needs and offer an extensive range of 
specifically designed products. 

Well-designed schools 
can improve learning 

outcomes, health  
and wellbeing.

90 years of Australian manufacturing
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Easy to use
For our taps and bubblers, you can choose 
from self-closing (cam action, lever action or 
push button handles) or fully automated options 
(sensor activation including the all-in-one hand 
wash dryer).

Hardwearing and 
vandal-resistant
Our products are designed to be vandal-resistant 
and use robust materials like chrome plated 
DZR, stainless steel, epoxy or polyester powder 
coating, and nitrile rubber compounds that 
are proven to withstand the test of time, and 
heavy-duty usage in laboratory environments or 
Australia’s harsh outdoors.

Water-conserving
Using water efficiently has always 
been at the forefront of our product 
developments. Depending on your 
requirements you can choose from self-
closing or sensor activated products 
with timeflow or timed shut-off options. 
Compliant with AS/NZS 3718 our 
products are WaterMark and WELS 
approved (where applicable).

We can cater for all your needs in 
areas such as amenities, laboratories, 
kitchens, bathrooms and outdoor areas.

Discover our full room indoor and 
outdoor product offering on the following 
pages or contact us for a customised 
solution for your next education project.

We are now also offering revolutionary 
anti-microbial germ-shield® coated 
handle options for optimal protection.*

*for selected products only - please contact 
us or go to galvinengineering.com.au for more 
information

Safe 
While all our products are safe and 
compliant with the stringent Australian 
Standards we wanted to provide you 
with the choice to future-proof your 
project by offering Lead Safe™ DZR 
and stainless steel options for your taps 
and bubbler selection. Additionally, our 
rubber mouthguard offers protection for 
children’s teeth and their health alike 
thanks to its unique design and highly 
fungal and bacteria resistant material.



6 7Drinking Tapware & Bubblers
Reliable and hardwearing, our drinking bubblers and bottle fillers are the perfect choice for an internal 
or external school environment. Offering a selection of handles and activation mechanisms to choose 
from, our product range not only assists in infection control through handsfree operation, but also 
ensures efficient water use.
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1/2" BSP

 295 

 245 
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 50 

170.13.36.00

Ezy-Drink® Chrome Plated Brass 
Lead Safe™ Hob Mounted Jug/Bottle Filler - MI (RH)

170.53.14.00

Ezy-Drink® Chrome Plated Brass  
Lead Safe™ Wall Mounted Lever Action Bottle Filler

01

02

34990X

Ezy-Drink® Stainless Steel  
Lead Safe™ Wall Mounted Lever Action Bottle Filler 03

170.53.13.00

Ezy-Drink® Chrome Plated Brass  
Lead Safe™ Wall Mounted Lever Action Bottle Filler 04

 239 1/2" BSP FI  64 

 239 1/2" BSP FI  64 

170.11.35.01

Ezy-Drink® Chrome Plated Brass  
Vertical Cam Action Drinking Bubbler Tap RH - MI 07

TD00C-RM

170.11.34.00

Ezy-Drink® Chrome Plated Brass  
Vertical Lever Action Drinking Bubbler Tap RH - MI 08

TD00L-RM

TDBFXEB

Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Remote Electronic Bottle Filler Tap - FI (Battery) 06

85326X

Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Remote Bottle Filler and Outlet 05

 37 

 268 

 228 

LOCKING
SCREW

SEALING
O RING

 34 

 90 

G 1/2"
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Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Vertical Push Button Drinking Bubbler Tap LH - MI 12

TD00XP-LM

170.11.23.01

Ezy-Drink® Chrome Plated Brass  
Vertical Push Button Drinking Bubbler Tap LH - MI 10

TD00P-LM

170.21.33.01

TD00P-RF

Ezy-Drink® Chrome Plated Brass  
Vertical Push Button Drinking Bubbler Tap RH - FI 11

Ezy-Drink® Chrome Plated  
Brass Vertical Push Button Drinking Bubbler Tap RH - MI 09

170.11.33.01

TD00P-RM

TD15P

170.81.15.01

Ezy-Drink® Chrome Plated Brass  
Lead Safe™ Remote Cam Action Drinking Bubbler Tap - FI

Ezy-Drink® Chrome Plated  
Brass Remote Push Button Drinking Bubbler Tap - FI 15

14

Ezy-Drink® Chrome Plated Brass 
Lead Safe™ Remote Electronic Drinking Bubbler Tap FI (Battery) 16

170.81.11.00 

 46 

128
NOM

 46 

MAX 210
MIN 110

 68 

STAINLESS STEEL
TROUGH

DRINKING
BUBBLER
OUTLET

FLOW
REGULATING
SCREW

SOLENOID

BATTERY

 29  4 

PIEZO BUTTON

170.81.13.01

Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Vertical Push Button Drinking Bubbler Tap RH - MI 13

TD00XP-RM
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Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Remote Electronic Drinking Bubbler Tap - FI (Mains) 19

TD15XEM

Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Remote Electronic Drinking Bubbler Tap - FI (Battery) 18

TD15XEB 

Ezy-Drink® Chrome Plated Brass 
Lead Safe™ Remote Electronic Drinking Bubbler Tap FI (Mains) 17

170.81.12.00

MAX 210
MIN 110

128
NOM

 46 

 68 

 46 

SOLENOID

FLOW
REGULATOR

DRINKING
BUBBLER
OUTLET

G 1/2" BSP
FEMALE

STAINLESS STEEL
TROUGH

TRANSFORMER  29  4.0 

PIEZO BUTTON

Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Remote Push Button Drinking Bubbler Tap - FI 20

TD15XP

Ezy-Drink® Chrome Plated  
Brass 45° Cam Action Drinking Bubbler Tap - FI 22

Ezy-Drink® Chrome Plated  
Brass 45° Lever Action Drinking Bubbler Tap - FI 23

170.52.14.00

170.52.15.01

Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Remote Electronic Drinking Bubbler Metal Tap - FI (Battery) 21

TD25XEB

TD45C

TD45L
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170.10.43.01

Ezy-Drink® Chrome Plated Brass 
Lead Safe™ Mini Push Button Drinking Bubbler Tap - MI 25

Ezy-Drink® Chrome Plated Brass 
Lead Safe™ 45° Push Button Drinking Bubbler Tap - FI 24

170.52.13.01

170.50.15.01

Ezy-Drink® Chrome Plated  
Brass Horizontal Cam Action Drinking Bubbler Tap - FI 26

Ezy-Drink® Chrome Plated  
Brass Horizontal Lever Action Drinking Bubbler Tap - FI 27

170.50.14.00

TD90L

Ezy-Drink® Chrome Plated  
Lead Safe™ Adjustable Flow Bubbler Outlet 15BSP 30

170.10.10.00

Ezy-Drink® 316 Stainless Steel  
Lead Safe™ Horizontal Push Button Drinking Bubbler Tap - FI 29

TD90XP

Ezy-Drink® Chrome Plated  
Brass Horizontal Push Button Drinking Bubbler Tap - FI 28

170.50.13.01

TD90P
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Ezy-Push® 316 Stainless Steel  
Lead Safe™ Timeflow Push Button Deluxe Bib Tap 6 Sec - MI 33

368667X

Ezy-Push® Chrome Plated  
Lead Safe™ Brass Timeflow Push Button Pillar Tap 15 Sec - MI 34

173.15.41.00

Ezy-Push® Chrome Plated  
Lead Safe™ Brass Timeflow Push Button Deluxe Bib Tap - 6 Sec (MI) 31

173.46.21.00

Cam & Lever Action and Push Button Tapware
We offer a wide range of taps, mixers and accessories for sinks and showers so you can choose the 
option that is best suited to your needs and environment. Select from cam action, lever action, push 
button, sensor activated, or the revolutionary fully automated hand wash dryer. The product range not 
only assists in infection control through handsfree operation but also ensures efficient water use.

Ezy-Lever Chrome Plated  
Lead Safe™ Brass Timeflow Lever Action Vandal Resistant Deluxe Bib Tap 32

173.46.23.00

368696X

Ezy-Push® 316 Stainless Steel  
Lead Safe™ Timeflow Push Button Pillar Tap 6 Sec - MI 38

Ezy-Push® Chrome Plated Brass  
Lead Safe™ Timeflow Push Button Pillar Tap - Temperature Mixing 35

Ezy-Lever Chrome Plated Brass  
Lead Safe™ Timeflow Lever Action Vandal Resistant Pillar Tap - MI 36

173.15.61.00

173.15.23.00

Ezy-Lever Chrome Plated Brass  
Timeflow Lever Action Vandal Resistant Pillar Tap - Temperature Mixing 37

173.15.63.00

368696VRLMX



16 17Ezy-Push® Chrome Plated Brass  
Lead Safe™ Timeflow Push Button Pillar Tap - MI 39

Conti Electronic Flamingo Infrared Hob Basin Tap  
without Temperature Mixer - Mains Power 40

173.15.21.00

TZ-FL20SM

Conti Electronic Flamingo Infrared Hob Basin Tap  
without Temperature Mixer - Battery 41

TZ-FL20SB

Wallgate Automatic Hand Wash Dryer  
with Solid Surface Fascia & Bowl without Instantaneous Water Heater 42

All dimensions in mm,
All angles 90(unless stated)

Limits: (unless stated)
 0.25mm (sheetmetal)
 0.10mm (machined)
 2.00mm (pattern)
 5.00mm (moulded) 3rd

Scale:
MATERIAL:

FINISH:

TITLE:

Drg No:
Model/Client/Project:
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Wallgate
THIS DRAWING IS THE PROPERTY OF WALLGATE LIMITED AND IS ISSUED ON THE STRICT UNDERSTANDING THAT THE INFORMATION CONTAINED WILL NOT BE REPRODUCED, COPIED OR USED WITHOUT PRIOR AGREEMENT OF WALLGATE LTD.O 2011 Copyrightc

REVISION HISTORY
REV DATE DESCRIPTION BY CHKD

2 26/02/2014 LIP DIMENSION ADDED DB DB
3 20/08/2015 Note 3 dim removed. DB DB450
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0

94
8

57

WATER SUPPLY FEED
15mm COPPER.
(See note 2).

Electrical supply point,
240V ac 50Hz, 13Amp.
(See note 1). 

Waste pipe connector
1 1/4" (32mm) pipe size.
(See note 3).

WALL MOUNTING CLAMPS.
(See note 4).

Water inlet connector
15mm push fit.
(See note 2).

250

Waste trap 1 1/4" (32mm)
with 75mm seal required.
(Not supplied).

FFL
FRONT ELEVATION VIEW SIDE ELEVATION VIEW SERVICE DUCT

ELEVATION VIEW AT REARNotes:
 
1. An electrical switched, fused spur of 240V ac 50Hz 13amp is required locally positioned to the appliance. The switch must be accessible 
without it being necessary to open the unit fascia door. A 2m appliance cord is supplied for terminating into the switched spur & is fitted with 
a connector plug for connection into the unit.
 
2. A cold water supply is required that is rated at a pressure of, minimum 1.5Bar (150KPa) & a maximum of 10Bar (1000KPa). The supply 
pipe should be of 15mm copper tube size and fitted with an isolator tap that is local to the hand wash unit. Final connection between the tap 
and the push fit connector on the unit can be made using a flexible mains rated water hose that is WRAS approved.
 
3. The waste connection shall be of 1 1/4" (32mm) plastic pipe that is terminated with a suitable waste trap with a 75mm water seal. 
Connection to the unit is to a 1 1/4" (32mm) compression type connector. Ensure there is sufficient depth within the wall to clear the back of 
the unit and waste pipe service connections.
 
4. The unit is supplied with a wall frame that is mounted using the four clamps positioned in each corner. The clamps are fitted with threaded
studs that are suitable for a wall thickness up to 150mm. Longer studs can be provided.
 
5. Additional details of the unit installation, operation and maintenance are to be found in the Thrii product manual.

Thrii Hand Wash & Drier 
Installation details.

INS_Thrii_SS (Sht 1)

SOLID SURFACE 
FASCIA & BOWL. 1:14

 
See note 3.

22
8

THRII-CW-SS

CliniLever® Single Lever Basin Mixer 45

TM-BASX

TM-BASCP

Wallgate Automatic Hand Wash Dryer  
with Stainless Steel Fascia and Instantaneous Water Heater 43

THRII-ST

View A
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A2

Limits: (unless stated)
 0.25mm (sheetmetal)
 0.10mm (machined)
 2.00mm (pattern)
 5.00mm (moulded)

c

Thrii-ST

O 2015 Copyright

Model/Client/Project:

TITLE:

Drg No:

Thrii Hand Wash & Drier 
Details. Scale:

All dimensions in mm,
All angles 90(unless stated)

3rd

REVISION HISTORY
REV DATE DESCRIPTION BY CHKD

1 30/08/2017 CREATED RD DB

Notes:
 
1. An electrical switched, fused spur of 240VAC 50Hz 13amp is required locally positioned to the appliance. The switch must be 
accessible without it being necessary to open the unit fascia door. A 2m appliance cord is supplied for terminating into the switched 
spur & is fitted with a connector plug for connection into the unit.
 
2. A cold water supply is required that is rated at a pressure of, minimum 1.5Bar (150KPa) & a maximum of 10Bar (1000KPa). The 
supply pipe should be of 15mm copper tube size and fitted with an isolator tap that is local to the hand wash unit. Final connection 
between the unit inlet tap and / double check valve, on the unit, can be made using copper pipe or a flexible mains rated water hose 
that is WRAS approved.
 
3. The waste connection shall be of 1 1/4" (32mm) plastic pipe that is terminated with a suitable waste trap with a 75mm water seal. 
Connection to the unit is to a 1 1/4" (32mm) compression type connector. Ensure there is sufficient depth within the wall to clear the 
back of the unit and waste pipe service connections.
 
4. The unit is supplied with a wall frame that is mounted using the four clamps positioned in each corner. The clamps are fitted with 
threaded studs that are suitable for a wall thickness up to 150mm. Longer studs can be provided.
 
5. Additional details of the unit installation, operation and maintenance are to be found in the Thrii product manual.

FRONT ELEVATION VIEW
SIDE ELEVATION VIEW SERVICE DUCT ELEVATION

VIEW AT REAR

STAINLESS STEEL 
FASCIA.

FFL

Electrical supply point,
240VAC 50Hz, 13Amp.
(See note 1). 

Wall mounting clamps.
(See note 4).

Water inlet ø15mm
double check & isolating valve

Waste pipe connector
1 1/4" (32mm) pipe size.
(See note 3).

Waste trap 1 1/4" (32mm)
with 75mm seal required.
(Not supplied).

Water supply feed
15mmø copper &
isolator tap. (Not supplied)
(See note 2).

95
0

See note 3.

NTS

227A Minimum overall depth
of 250 - 300mm is

recommended from the
front of the wall.

Soap Tank 2.5 Litre.

Electrical Supply Input Socket
on hand wash unit & 2m cable

& plug connector.

450

74
0

16
5

GalvinCare® Chrome Plated Brass Mental Health  
Anti-Ligature Wall Mounted Shower Rose 65 - Std 44

92
NOM

 108 NOM 

65
NOM

145
NOM

 54 

92
NOM

 108 NOM 

65
NOM

145
NOM

 54 

40691

121.33.64.00
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TM-SHWX

CliniLever® Single Lever Shower Mixer 47

TM-SHWCP

CliniLever® Single Lever Basin Mixer with 165 Accessible Lever 46

TM-BASXD

105
NOM

210
NOM

 195 

85
NOM

55
NOM

TM-BASCPD

CliniLever® Chrome Plated Brass  
Single Lever Shower Mixer with 165 Accessible Lever 48

TM-SHWCPD

CliniLever® Sink Mixer with 165 Accessible Lever 50

TM-SNKXD

CliniLever® Sink Mixer 49

TM-SNKX

TM-SNKCP

TM-SNKCPD
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Vandal Resistant Chrome Plated Brass 
J/V Basin Set (NSW) with Vandal Resistant 6LPM Aerator 54

49906

Vandal Resistant Chrome Plated Brass  
J/V Deluxe Bib Tap (NSW) Cold with 8LPM Aerator 53

49910

Vandal Resistant Chrome Plated Brass  
J/V Deluxe Bib Tap Aerated - Cold 51

49882

Vandal Resistant Tapware
Designed for heavy use and rough handling, our durable vandal resistant tapware is AS/NZS 3718 
approved and finished in an attractive and practical chrome plate.

Vandal Resistant Chrome Plated Brass  
J/V Deluxe Bib Tap Aerated - Hot 52

49886

Vandal Resistant Chrome Plated Brass  
J/V Washing Machine Tap - Hot 58

49924

Vandal Resistant Chrome Plated Brass Wall Top Assembly  
with Jumper Valve - Cold 55

49913

Vandal Resistant Chrome Plated Brass Wall Top Assembly  
with Jumper Valve - Hot 56

49916

Vandal Resistant Chrome Plated Brass  
J/V Washing Machine Tap - Cold 57

49920

Vandal Resistant Chrome Plated Brass  
J/V Pillar Tap (NSW) Cold with Vandal Resistant 8 LPM Aerator 59

49939
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49949

Vandal Resistant Chrome Plated Brass  
J/V Wall Sink Set (NSW) with 120H Swivel G/Neck & V/R Aerator 63

Vandal Resistant Chrome Plated Brass  
J/V Hob Sink Set Aerated 60

49940

Vandal Resistant Chrome Plated Brass  
J/V Wall Sink Set (NSW) with165 Fixed Spout & V/R Aerator 61

49944

Vandal Resistant Chrome Plated Brass  
J/V Wall Sink Set (NSW) with 180H Swivel G/Neck & V/R Aerator 62

49946

Vandal Resistant Chrome Plated Brass  
J/V Shower Set (NSW) with Vandal Resistant Shower 67

49976

Vandal Resistant Chrome Plated Brass  
Wall Mounted Sink Set with Swivel Upswept Outlet 64

49952

Vandal Resistant Chrome Plated Brass  
J/V Cistern Tap - Cold 65

49953

Vandal Resistant Chrome Plated Brass  
J/V Hose Tap - Cold 66

49965
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GalvinLab® Chrome Plated Brass Lab Set  
2-Way Type 8 Swivel J/V #16XT Tube Nozzle 69

TL08SJ16C

GalvinLab® Chrome Plated Brass Lab Set  
H&C Mixing Unit Type 13 Swivel J/V #16XT Tube Nozzle 70

TL13SJ16C

GalvinLab® Chrome Plated Brass Lab Set  
3-Way Type 7 Fixed J/V #1 Aerator & #16XT Tube Nozzle 68

TL07FJ1-16C

Laboratory Tapware & Gas Outlets
Our AS/NZS 3718 approved laboratory tapware and AS 4617 AGA certified gas outlets are 
specifically designed to be used in a school laboratory environment. They feature tough vandal 
resistant handles with a unique locking system for additional safety, and a comprehensive range of 
interchangeable nozzles for flexible use. Every tap is quality tested and can be ordered in a satin 
chrome plated finish or chemical resistant epoxy coating to suit your environment.

GalvinLab® Chrome Plated Brass Lab Set  
H&C Mixing Unit Type 14 Swivel J/V #16XT Tube Nozzle 73

TL14FJ1-16C

GalvinLab® Chrome Plated Brass Lab Set  
H&C Mixing Unit Type 14 Fixed J/V #1 Aerator & #16XT Tube Nozzle 72

TL14SJ16C

GalvinLab® Chrome Plated Brass Lab Set  
1-Way Type 16 DPW Fixed J/V #16XT Tube Nozzle - 5LPM 74

TL16.DFJ16C

GalvinLab® Chrome Plated Brass Lab Set  
H&C Mixing Unit Type 13 Swivel J/V #1 Aerator 71

TL13SJ1C
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GalvinLab® Chrome Plated Brass Lab Set 
1-Way Type 16 Fixed J/V Lever Handle Tube Nozzle 77

TL16.DFJ16CL 

GalvinLab® Chrome Plated Brass Lab Set 
1 Way Type 16 Fixed J/V Tube Nozzle - Left Hand 76

 50 

375
NOM

200
NOM

 75 

220
NOM

100
NOM

99
NOM

1/2" BSP

TL16.DFJL16C

GalvinLab® Chrome Plated Brass Lab Set 
1 Way Type 16 Fixed J/V Lever Handle Tube Nozzle - Left Hand 75

200
NOM

375
NOM

 75 

 50 

210
NOM

100
NOM

 91 

1/2" BSP

TL16.DFJL16CL 
200

NOM
375

NOM

 75 

 50 

210
NOM

100
NOM

 91 

1/2" BSP

 50 

375
NOM

200
NOM

 75 

220
NOM

100
NOM

99
NOM

1/2" BSP

200
NOM

375
NOM

 75 

220
NOM

1/2" BSP

 90 

100
NOM

 50 

200
NOM

375
NOM

 75 

220
NOM

1/2" BSP

 90 

100
NOM

 50 

GalvinLab® Chrome Plated Brass Lab Set  
1-Way Type 16 DPW Fixed J/V #8 Vandal Resistant Aerator - 5LPM 78

TL16.DFJ8C

GalvinLab® Chrome Plated Brass Lab Set  
1-Way Type 16 DPW Fixed J/V #8 V/R Aerator - 6LPM Left Hand 79

TL16.DFJ8CL 

GalvinLab® Chrome Plated Lab Set  
1-Way Type 16 Upswept Swivel J/V #1 Aerator 80

TL16.USJ1C

GalvinLab® Chrome Plated Brass Lab Set  
1-Way Type 16 Fixed J/V #16XT Tube Nozzle 81

TL16FJ16C

GalvinLab® Chrome Plated Brass Lab Set 
1-Way Type 16 Fixed J/V #1 Aerator 82

TL16FJ1C
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TL17FJ16C

GalvinLab® Chrome Plated Brass Lab Set  
1-Way R/A Valve Type 17 Fixed J/V #16XT Tube Nozzle 85

GalvinLab® Chrome Plated Brass Lab Set 
1-Way Type 16 Swivel J/V #1 Aerator 84

TL16SJ1C

GalvinLab® Chrome Plated Brass Lab Set  
1-Way Type 16 Swivel J/V #16XT Tube Nozzle 83

TL16SJ16C

GalvinLab® Chrome Plated Brass Lab Set  
H&C Mixing Unit Type 19 Swivel J/V #16XT Tube Nozzle 86

TL19SJ16C

GalvinLab® Chrome Plated Brass Lab Set  
H&C Mixing Unit Type 19 Swivel J/V #1 Aerator 87

TL19SJ1C

GalvinLab® Chrome Plated Brass Lab Set Bib Tap Bench Mounted  
Type 26 DPW Fixed J/V #8 Vandal Resistant Aerator - 5LPM 88

TL26.DFJ8C

GalvinLab® Chrome Plated Brass Lab  
1-Way Straight Gas Turret Type 37 89

TG37C

GalvinLab® Chrome Plated Brass Lab  
2-Way Straight Gas Turret Type 39 - 180° 90

TG39C
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94

GalvinLab® Chrome Plated Brass Lab  
2-Way Straight Gas Turret Type 40 - 90° 93

TG40C

GalvinLab® Chrome Plated Brass Lab 2-Way Right Angle  
Gas Turret Type 40 DPW - 90° with Non-Return Valve 92

TG40.DRAC

GalvinLab® Chrome Plated Brass Lab  
2-Way Right Angle Gas Turret Type 39 - 180° 91

TG39RAC

GalvinLab® Chrome Plated Brass Lab 
2-Way Right Angle Gas Turret Type 40 - 90° 

TG40RAC

95

TG41C

GalvinLab® Chrome Plated Brass Lab 
3-Way Straight Gas Turret Type 41 

GalvinLab® Chrome Plated Brass Lab 
4-Way Straight Gas Turret Type 42 96

TG42C



32 33Safety Showers and Eye Washes
The new GalvinSafe® emergency equipment from Haws® is our latest commitment to improve the 
health and safety of our global community by providing customer focused hydration, safety, and 
tempering solutions.

The ground-breaking AXION® designs offer the only medically superior response solution in the 
industry. Designed to upgrade your facility’s emergency eyewash and shower systems, the AXION® 
Advantage improves existing emergency equipment while maintaining ANSI compliance.

GalvinSafe® Eye/Face Wash, Wall Mtd, Hand Act, 
Axion® ABS Bowl, Hand Held Drench Hose (HAWS) 100

190.42.11.90

GalvinSafe® Eye/Face Wash, Hob Mounted, Hand Held, 
Axion® ABS Eyewash Head (HAWS) 97

190.12.55.32

GalvinSafe® Drench Shower, Wall Mounted, Pull Rod, 
Axion® ABS Shower (HAWS) 98

190.41.12.12

GalvinSafe® Eye/Face Wash, Wall Mtd, Hand Activated, 
Axion® ABS Bowl (HAWS) 99

190.42.11.12

76

241

203MM HOSE

1/2" BSPT SUPPLY

32mm

WASHER

838 -1346
FLOW PATTERN

MAX. DECK
THICKNESS

FLOOR

RUBBER

SEE FLANGE DETAIL

FIBER WASHER

DECK FLANGE
(SUPPLIED)

DUST COVER
OMITTED FOR

CLARITY

SWIVEL FITTING

1-1/4" BSPT(M)
4X

381

838 -1346
FLOW PATTERN

470

327

35

1051

864
768

254

51 SUPPLY
L-STRAINER

895

FLOOR

102

WALL

9102 DUST COVER ASSY
(OPTIONAL)

(OPEN POSITION)

WASTE

15 BSPT(F)

1-1/4" BSPT(M)
4X

381

838 -1346
FLOW PATTERN

470

327

35

1051

864
768

254

51 SUPPLY
L-STRAINER

895

FLOOR

102

WALL

9102 DUST COVER ASSY
(OPTIONAL)

(OPEN POSITION)

WASTE

15 BSPT(F)

203MM HOSE

1/2" BSPT(M)

200

127

WALL BRACKET DETAIL

SUPPLY

B.C.

4.7

120° 48

3X ON

WALL

WALL BRACKET

SWIVEL FITTING

GalvinSafe® Free Standing Combi Shower, Eye/Face Wash, Hand & Foot Act, 
Axion® ABS Shower

190.80.10.12

GalvinSafe® Free Standing Combi Shower, Eye/Face Wash, Hand Act, 
Axion® ABS Shower (HAWS)

190.80.10.90

GalvinSafe® Body Spray, Wall Mounted, Hand Held, 
2.4mtr Pressure Hose (HAWS)

190.43.55.32

GalvinSafe® Eye/Face Wash, Wall Mtd, Hand Held,  
3.6mtr Recoil Hose, Axion® ABS Head (HAWS) 101

190.42.65.32

Ø7.0

38

216

51
838 -1346

FLOW PATTERN 1/2" BSPT

241

273

DUST COVER
OMITTED FOR

CLARITY

4X

102

4X

FLOOR LINE

WALL

SUPPLY
375

203MM HOSE

1/2" BSPT(M)

200

127

WALL BRACKET DETAIL

SUPPLY

B.C.

4.7

120° 48

3X ON

WALL

WALL BRACKET

SWIVEL FITTING

102

WASTE
1-1/4" BSPT(M)

1-1/4" BSPT(M)
SUPPLY

(OPTIONAL)

(FOOT TREDDLE
OPTIONAL)

190.91.22.12

L-STRAINER

1-888-640-4297 www.hawsco.com

(OPEN POSITION)

9102 DUST COVER
254

FLOOR LINE
3X

B.C.

30°

FLOOR FLANGE MOUNTING DETAIL

Ø10

Ø203

Ø 229

2140

838 -1346
FLOW PATTERN

1119

165

1654

699

279

748

103

104

WASTE
1-1/4" BSPT(M)

1-1/4" BSPT(M)
SUPPLY

(OPTIONAL)

(FOOT TREDDLE)
190.91.22.12

L-STRAINER

1-888-640-4297 www.hawsco.com

(OPEN POSITION)

9102 DUST COVER
254

FLOOR LINE
3X

B.C.

30°

FLOOR FLANGE MOUNTING DETAIL

Ø10

Ø203

Ø 229

2140

838 -1346
FLOW PATTERN

1119

165

1654

699

279

748



34 35

GalvinSafe® Safety Sign for Emergency Shower & Eye Wash  
- 270x200 (HAWS)

190.91.10.32

GalvinSafe® Free Standing Drench Shower, Pull Rod, 
Axion® ABS Shower (HAWS)

190.81.12.32

GalvinSafe® Pedestal Floor Mtd, Eye/Face Wash, Hand Act,  
Axion® Eye Wash Head (HAWS)

190.82.11.12

GalvinSafe® Pedestal Floor Mtd, Eye/Face Wash, Hand & Foot Act, 
Axion® Eyewash Head (HAWS)

190.82.11.90

105

1-1/4" BSPT(M)

Ø 229

Ø10

Ø203

292

638

699

2169

1734 1641

FLOOR LINE

COUPLING

COUPLING

1-888-640-4297 www.hawsco.com

30°

BC

3X

FLOOR FLANGE MOUNTING DETAIL

SUPPLY
PLUGGED TEE

106

1/2" BSPT(F)

1-1/4" BSPT(M)

SUPPLY

FLOOR
LINE

OBSTRUCTION

171

(OPTIONAL)

L-STRAINER

9102 DUST COVER ASSY

190.91.22.12
(FOOT TREDDLE

OPTIONAL)

(OPEN POSITION)

WASTE

35

229

981

[838 - 1346]
FLOW PATTERN

826

381

102

1016

107

108

110

190.91.80.33

GalvinSafe® Waterproof Test Record Tags 
(Pack 25) (HAWS) 111

GalvinSafe® Foot Treadle to Suit  
190.80.10.12 and 190.82.11.12 Floor Mounted Units (HAWS)

190.91.22.12

GalvinSafe® Safety Sign for Emergency Eye Wash  
- 270x200 (HAWS) 109

190.91.12.32

GalvinSafe® Shower & Eye Wash Testing Kit,  
ANSI Compliant (HAWS) 112

190.95.90.90

For indicative pricing and further product information including certifications and 
compliance approvals, please visit our website galvinengineering.com.au.



We design, manufacture 
and supply safe, 
green and smart water 
solutions for high 
risk and high care 
environments.

• Australia
• New Zealand
• UK
• USA

® CliniLever, Ezy-Drink, Ezy-Push, GalvinCare, GalvinClear, Galvin Engineering, GalvinLab, GalvinSafe, Galvin Specialised.  
All rights reserved. ™ Lead Safe © Galvin Engineering Pty Ltd

1300 514 074 
sales@galvinengineering.com.au 
galvinengineering.com.au

Whilst all reasonable care has been taken in compiling the information in this 
document, the designs, dimensions and products shown are indicative only and 
should not be relied upon without prior approval. Due to our policy of continuous 
development, we reserve the right to alter any details of specifications or products 
without notice. All information, drawings, technical specifications and product 
designs remain the property of Galvin Engineering Pty Ltd.


