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GalvinSafe  Eye/Face Wash, Wall Mtd, Hand Act, 

Axion  MSR Head, SS Bowl with Body Spray (HAWS)

FEATURES & BENEFITS

QUALITY CONTROL 
Eye/face wash and valve assembly is pre-built and fully 
water/pressure tested to ensure no leaks and proper function 
which ultimately reduces installation time and gives the end 
contractor an added peace of mind. Unit also ships with pre-
assembled 16 gauge type 304 stainless steel wall bracket to 
assist with the installation process.

VALVES 
Type 316 stainless steel ball valve is designed to make the 
flushing of fluid occur with the simple push of a stainless 
steel flag, and is equipped with a stainless steel ball and 
stem to provide a superior protection against corrosion and 
breakage.

STRAINERS/FILTERS 
Type 304 stainless steel in-line 50 x 50 mesh water strainer 
supplies added protection against corrosion and prevents 
debris from reaching the eye/face wash so it stays 
functioning at its best. Strainer is easily serviceable. Stainless 
steel dust cover protects eye/face wash head as well as 
bowl up until the last second before use further optimising 
operation.

SAFETY 
203 x 273mm universal emergency sign makes the unit easily 
detected in an emergency. Test card to record weekly 
checks helps maintain the unit’s best working quality.

EYE/FACE WASH 
AXION  MSR eye/face wash head uses an inverted directional 
laminar flow to sweep contaminants away from the vulnerable 
nasal cavity.

BODY SPRAY 
Valve is designed so full continuous flow occurs with the simple 
squeeze of a lever providing an easy start to the irrigation 
process. Wall-mounted design with wall hook allows for easy 
locating as well as a space efficient piece of emergency 
equipment.
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SPECIFICATIONS

APPLICATIONS

GalvinSafe  wall-mounted eye/face wash shall include a 
stainless steel 279mm round bowl, an AXION  MSR head with 
inverted directional laminar flow which achieves Zero Vertical 
Velocity   supplied by an integral 11.4 lpm flow control, and 
type 316 stainless steel ball valve equipped with stainless steel 
ball and stem. Unit shall also include a type 304 Stainless Steel 
in-line 50 x 50 mesh water strainer and wall bracket, yellow 
plastic dust cover, universal sign, 1/2” BSPP(F) inlet, 1-1/4” 
BSPT(M) waste and body spray including a green ABS plastic 
head with integral flip-top dust cover, chrome plated brass 
stay-open squeeze lever valve with integral flow control, 
244mm 1725 kPa green rubber hose with chromeplated swivel 
fitting at one end, wall-mounting bracket, and 1/2” BSPP(F) 
inlet. A vacuum breaker is required to be used with this item. 
(Not supplied with the product or by Galvin Engineering).

In an environment where materials need to withstand the 
greatest corrosion, where eyes and face of any person may 
be exposed to these injurious or corrosive materials, suitable 
facilities for quick drenching or flushing of the eyes and 
face shall be provided within the work area for immediate 
emergency use. Emergency eye/face wash facilities shall 
be in unobstructed and accessible locations that require no 
more than 10 seconds for the injured person to reach. Ideal 
for where an extended coverage area may be needed. 
Per ANSI, “Hand held drench hoses provide support for 
emergency shower and eyewash units, but shall not replace 
them.”

Product complies with AS 4775.

OPTIONS

Dust Cover: Model 9102 is a stainless steel cover that 
protects the eyewash heads as well as the bowl. 
(Picture shows cover mounted to an eyewash).

Valve Repair Kit For SP248: Model VRKSP248 valve 
repair kit for Model SP248 squeeze handle valve.
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For more information visit galvinengineering.com.au 
or call 1300 514 074.
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