


5 Bend adaptor L to fit 
through Ø79 hole.The 

M10 stud E will push 
& click in place.
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Hand tighten until 
sleeve cover H 
touches back of 
basin.
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Trapway can be turned to 
suit waste pipe connection 
requirements. Waste pipes 

must have sufficient 
support before 

connection.

Check for water leaks 
before completing 
installation.
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5 Bend adaptor L to fit 
through Ø79 hole.The 

M10 stud E will push 
& click in place.
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G FH3

Hand tighten until 
sleeve cover H 
touches back of 
basin.

Back of panel accessible from inside the roomMETHOD A 12 to 22mm thick panel - back of panel not accessible from inside the room METHOD B
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Bend adaptor L to fit 
through Ø79 hole.

90°
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Check adaptor 
L touches stop 
and is vertical.
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DO NOT use waterproof 
(silicone) sealants. 

Ensure the 
ceramic outlet 
spigot and 
adaptor L are 
free from dirt 
and grease 
before assembly.

Fit adaptor L

Fit pipe 
clamp K

Tighten 
clamp pipe 
clamp K
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Check hole is not 
outside basin 
wall-print.
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Check hole is not 
outside basin 
wall-print.
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Check hole is not 
outside basin 
wall-print.
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Check for water leaks 
before completing 
installation.

Trapway can be turned to 
suit waste pipe connection 
requirements. Waste pipes 
must have sufficient support 
before connection.

6

M

N

G

Trapway can be turned to 
suit waste pipe connection 
requirements. Waste pipes 

must have sufficient 
support before 

connection.

Check for water leaks 
before completing 
installation.
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Hand tighten until sleeve 
cover H touches back of 
basin.

See methods B & C for installations 
where the back of the panel can not 
be reached from inside the room.
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a

Use rubber washer U pushed through 
hole to hold components A,E&G in 
place while accessing back of panel.
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U
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Remove washer 
U & pull M10 
stud E from 
back to click B, C 
& D together.
Unthread stud E 
& pick up nut G.
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a

Use rubber washer U pushed through 
hole to hold components A,E&G in 
place while accessing back of panel.

c

U

B
D

b
Remove washer 
U & pull M10 
stud E from 
back to click B, C 
& D together.
Unthread stud E 
& pick up nut G.

12-22mm

26 to 36mm thick panel - back of panel not accessible from inside the room METHOD C

26-36mm
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Check adaptor 
L touches stop 
and is vertical.
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DO NOT use waterproof 
(silicone) sealants. 

Ensure the 
ceramic outlet 
spigot and 
adaptor L are 
free from dirt 
and grease 
before assembly.

Fit pipe 
clamp K

Tighten 
clamp pipe 
clamp K
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90°
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L

Check adaptor 
L touches stop 
and is vertical.
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DO NOT use waterproof 
(silicone) sealants. 

Ensure the 
ceramic outlet 
spigot and 
adaptor L are 
free from dirt 
and grease 
before assembly.

Fit pipe 
clamp K

Tighten 
clamp pipe 
clamp K
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Fit adaptor L Fit adaptor L


