
All dimensions in mm,
All angles 90~(unless stated)

Limits: (unless stated)
` 0.25mm (sheetmetal)

` 0.10mm (machined)

` 2.00mm (pattern)

` 5.00mm (moulded) 3rd

Scale:
MATERIAL:

FINISH:

TITLE:

Drg No:
Model/Client/Project: A4
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(B) WASTE PIPE 32mm 
NOMINAL ID 200mm LENGTH.
A DEEP SEAL WASTE TRAP (NOT SUPPLIED)

1 
1

4" MUST BE PROVIDED.

(A) M10 FIXING
STUDS

(A)

OPTIONAL PRIVACY 
PANEL CWD_01

(A) FIXING BOLTS
M10 x 50mm

(C) SPARGE PIPE,
1/2" BSP
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CWU_01
MAX. 150mm WALL

CWU_02
MAX. 25mm WALL

RECOMMENDED HOLE SIZES:
(A) ø15mm FOR M10 FIXING STUDS
(B) ø50mm FOR 34mm WASTE PIPE.

(C) ø35mm FOR 
1

2" BSP CONNECTOR.

 
 
NOTES:
1. FOR WALLS OVER 30mm THICK, THE 
SPARGE PIPE NOZZLE WILL NEED TO BE 
EXTENDED TO MEET THE SPARGE PIPE.
(A 15mm STRAIGHT SOLDER CONNECTION 
WITH THE APPROPRIATE LENGTH OF 15mm 
PIPE IS REQUIRED).

CONCEALED CISTERN 
URINAL INSTALLATION 

INS_CWU_01 & 02
NTS

NOTE 1
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